
610 70 DIVISION/WING HEADQUARTERS, MARINE CORPS (SF)

This category code is for a Fleet Marine Force (FMF) facility and provides
the necessary administrative space to conduct the day-to-day operations of
a Marine Division Headquarters or a Marine Aircraft Wing Headquarters.
See NAVFAC P-272, Definitive Designs, Part 4, for appropriate space allo-
cations.
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610 71 REGIMENTAL/GROUP HEADQUARTERS, MARINE CORPS (SF)

This category code is for a Fleet Marine Force (FMF) facility and provides
the necessary administrative space to conduct the day-to-day operations of
a Marine Regimental Headquarters or a Marine Aircraft Group Headquarters.
See NAVFAC P-272, Definitive Designs, Part 4, for appropriate space allo-
cations.

610 72 BATTALION/SQUADRON HEADQUARTERS, MARINE CORPS (SF)

This category code is for a Fleet Marine Force (FMF) facility and provides
the necessary administrative space to conduct the day-to-day operations of
a Marine Battalion or a Squadron Headquarters. Squadron administrative
facilities are often provided within the organizational maintenance hangar
(Category Code 211 05) and in such cases are not authorized under this
category code. See NAVFAC P-272, Definitive Designs, Part 4, for appro-
priate space allocations.

610 73 COMPANY/BATTERY HEADQUARTERS, MARINE CORPS (SF)

The category code is for a Fleet Marine Force (FMF) facility and is in-
tended for those FMF units of company or battery size which require sepa-
rate administrative facilities. See NAVFAC P-272, Definitive Designs,
Part 4, for appropriate space allocations.

Requirements for company or battery administrative functions are often
included as part of other facilities such as bachelor enlisted quarters.
In this case, the requirements are determined as for Category Code 610 10.

610 77 ADMIN STORAGE (READY ISSUE/SHOP STORES/MISC.) (SF)

Storage facilities for miscellaneous equipment or goods related to admini-
strative facility support will be provided only where it can be individ-
ually justified. There are no criteria for this type of facility. General
information on normal stacking heights, SF per measurement ton require-
ments, and other parameters are provided in Category Code 440 series.
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